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STANDARD TOLERANCE

ANGULAR

A
11

REVISION:

ABSOLUTE MAXIMUM RATINGS (Ta = 25°C)

260°C for 5 SecondsLEAD SOLDERING TEMPERATURE (1/16" FROM BODY)
-30°C  ~  100°CSTORAGE TEMPERATURE

OPERATING TEMPERATURE RANGE -25°C  ~  85°C

5V

100µA

REVERSE VOLTAGE

REVERSE CURRENT ( VR=5V)

Electro-Optical Data @ 20mA
Vf
(V)Peak Wave

Length
λp(nm)

LED
Part No.

3BCC-3-F
GaAsP/GaP

Material
Lens Appearance

Emitted Color

640 Hi-Eff RED
WATER CLEAR

Chip

30

If
(mA)

45

∆λ
(nm)

80

Pd
(mW)

Peak If
(mA)

150 2.0
Typ.

Absolute Maximum Ratings
lv

(mcd)
Viewing
Angle
(Deg)

2.6
Max.

70
Typ.

30

OEM.: NORTEL

0.079 [2.0mm]

0.020 [0.5mm] SQ.

0.827 [21.0mm]

(2) Common Cathode

Green

(3) Anode(1) Anode

Red

FLANGE DIM.

LED DIM.

FLAT EDGE

Ø.118 [Ø3.0mm]

Ø.156 [Ø4.0mm]

0.100 [2.5mm]

Recommended Mounting Holes

Fig. 1

TYP.

Ø.032 +.003
-.002TYP.

0.209 [5.3mm]

0.030 [0.8mm]
0.047 [1.2mm]

(1)

(3)

(2)

MIN.

MIN.

0.100 [2.5mm]

TYP.

TYP.

GaP/GaP 568 GREEN 30 80 30 150 2.2 2.6 70


