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C. McGRATH 04-Oct-00   SMB JACK
  RECEPTACLE
   

P. BRENZEL 04-Oct-00

GEN# ASSYF14_SMB
K. CAPOZZI 8/19/09

I:\SMB\27-3 W

--                  RELEASE TO MFG. 3/22/64 3668

T SEE SHEET 1 10/31/90 43528 CPM

U REFER SHEET 1 8/19/2009 47670 NMV

V SEE SHEET 1 10/27/09 47856 TRC

W INSULATOR PTFE WAS TFE 3/21/11 48472 MJN

NOTES:
1.  MATERIALS AND FINISHES:
     BODY - BRASS, GOLD PLATING 
     CONTACT - BRASS, GOLD PLATING 
     LOCKWASHER = PHOSPHOR BRONZE, GOLD PLATED
     INSULATOR - PTFE
2.  ELECTRICAL: 
     A. IMPEDANCE:  50 OHM
     B. FREQUENCY RANGE:  DC - 6 GHz    
     C. DIELECTRIC WITHSTANDING VOLTAGE:  1000 VRMS, MIN. 
3.  MECHANICAL:
     A. DURABILITY:  500 CYCLES MIN.
     B. TEMPERATURE RANGE:  -65 �$ C TO +165�$ C
4.  PACKAGING:
     A. QUANTITY:  SINGLE PACK
     B. MARKING:  BAG TO BE MARKED 
        "AMPHENOL RF, 27-3, AND DATE CODE"

#10-32UNF-2A THREAD

.250 HEX

INTERFACE PER
MIL-STD-348
SMB SERIES

SECTION  A-A

LOCK WASHER

STAKE INSULATOR 4 PLACES
90�$ APART AS SHOWN

SCALE  4.000

ORIENT CONTACT
TO BODY AS SHOWN �#5�$

RECOMMENDED MOUNTING
HOLE DIMENSIONS
SCALE  5.000
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