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.250 6.35

.120 3.05

.025 0.64
FITS .043 [1.09] MIN. HOLE

.550 13.97

.100 2.54 A
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_ _ C _ _ DKUH - S1191, S1243, S1822, S1823

B
D
E

S1243, S1822, S1823 = .075[1.91]
S1191 = .105[2.67]

2X .125 3.18

A

.400 - .015
+.005 10.16 - 0.38

+0.13

.101 2.57
CONTACT POINT

.297 7.54
INSERTION

DEPTH

.250±.025 6.35±0.64
TAIL LENGTH

.150 3.81
ROW SPACING

S1243, S1822, S1823 = .035[0.89]
S1191 = .065[1.65]

.075±.015 1.91±0.38

SECTION A-A
NOTES:

INSULATOR MATERIAL: SEE PART NUMBER CODING1.
CONTACT MATERIAL: SEE PART NUMBER CODING2.
PLATING: SEE PART NUMBER CODING3.
OPERATING TEMPERATURE:  SEE PART NUMBER CODING4.
PROCESSING TEMP: SEE PART NUMBER CODING5.
UL FLAMMABILITY RATING: 94V-06.
VOLTAGE RATING: 700 VAC MINIMUM AT SEA LEVEL7.
CURRENT RATING: 3 AMPS8.
VOLTAGE DROP: 30 MILLI VOLT AT RATED CURRENT9.
INSULATION RESISTANCE: 5000 MEGA OHM10.
CONNECTOR IDENTIFICATION: THE PART SHALL BE MARKED WITH A PART NUMBER AND BARCODE11.
BOARD THICKNESS ACCOMMODATED: S1191 = .093 .008[2.36 0.20]12.

     S1243, S1822, S1823 = .062 .008[1.57 0.20]
BOARD INSERTION FORCE: 16 OZ MAX PER CONTACT PAIR WHEN USING A .093[2.36] OR .062[1.57]13.

      TEST BLADE. INTERNAL INSPECTION TO BE PER SULLINS WORK INSTRUCTION W17.3-01
BOARD WITHDRAWAL FORCE: 1 OZ MINIMUM PER CONTACT PAIR USING .093[2.36] OR .062[1.57] PCB14.
MODIFICATION: SEE MODIFICATION TABLE15.

REVISIONS
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A 1509 INITIAL RELEASE 10/29/2007 VJ

B 1708 ADD 5 POSITION OPTION, UPDATE FORMAT,
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C 3176
UPDATE DRAWING FORMAT, ADD BOM, ADD S1822, 

S1823 MODIFICATION CODES, UPDATE BODY 
WIDTH TOLERANCE

3/11/2015 JHSU
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